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AIRFRAME:
2572 Hours Total Time
Cycles: 1066

ENGINES:
GE On Point Engine Program
General Electric CF-34-3B
Engine 1:
Serial Number: 950961
2557 Hours Since New
Cycles: 1067
Engine 2:
Serial Number: 950964
2557 Hours Since New
Cycles: 1064

APU:
Honeywell MSP
Honeywell GTCP-36-150 (CL)
Serial Number: P-278
1762 Hours Since New

AVIONICS:
ProLine 21 Advanced w/ 4 AFD 5220/5220E Adaptive Flight Displays
Dual Collins Data Concentrator Units - DCU 4002
FANS 1/A and CPDLC
Dual Collins FMS-6200 with Collins LPV STC ST01505WI-D
Collins Data Loader DBU-5010E
Triple Honeywell Laseref V
Dual Collins WAAS Capable Collins GPS-4000S
Dual Digital ADC’s Collins ADC-850E
Dual VOR/ILS/MKR Nav Systems Collins NAV-4000
Dual 3-Channel DME Systems Collins DME-4000
Dual Digital ADF Systems Collins NAV-4000
Dual Collins AFS w/ Autothrottle
Dual Collins VHF-4000 w/ 8.33kHz Spacing
Voice/Data VHF-4000 (Third VHF)
Dual Digital HF Communication System Collins HF-9031A w/SELCAL
Single Honeywell Mark V w/TAWS and RAAS
Digital Color Radar Collins RTA-854
Collins Radar ALT-4000
Dual Enhanced Surveillance Mode-S Transponders Collins TDR-94D w/ADS-B Out V2
TCAS II Collins TTR-4000 Version 7.1
120 Minute CVR L-3 Comm FA-2100
25 Hour FDR L-3 Comm FA-2100
Emergency Locator Transmitter - 406 MHz ELT Artex C406-N

Prime Aircraft is pleased to present this beautifully appointed 2011 Bombardier Challenger 605 with L3 GoGo AVANCE WiFi, ProLine 21 Advanced, 
including FANS 1A+/CPDLC upgrade for Atlantic crossings.  Paint and interior are stunning and engines and APU are on maintenance programs.
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SPECIAL FEATURES/ADDITIONAL EQUIPMENT:
Full Face Eros O2 Masks
Iridium Satcom ICS-220A Transceiver
Universal Graphical Weather on MFD
3D Map and Long-Range Cruise and Enhanced Map on MFD
Lightning Detector System (LDS) Collins WX-1000
Flap On-Board Recorder (FORB)
Rockwell Collins CES w/EFB
Maintenance Ladder
GoGo AVANCE L3 WIFI 
RVSM, MNPS, RNP4/10 Capable
ICS-220A Transceiver Satcom

WEIGHTS:
Max Takeoff Weight: 48,200 lbs
Max Landing Weight: 38,000 lbs
Empty Weight: 25,136 lbs 

Year of Manufacture: 2010
Year of Entry into Service:  2011
Bombardier Model Year:  2011

INTERIOR:
10 Passenger Seating Configuration
+ Jump Seat for Takeoff & Landing
Full Berthing Divan (4)
Forward Club (4)
Aft Half Club (2)
Flight Attendant Jump Seat
Espresso Coffee Maker
Microwave Oven
Convection Oven
Plenty of Galley Storage
Two Ice Drawers.

EXTERIOR:
Paint 2018
Vertical Tail Camera
Second Refuel/Defuel Panel
Keyed Locks

MAINTENANCE:
36 Month – Due 1/21/23
48 Month – Due 10/8/22
96 Month – Due 10/18/26
192 Month – Due 1/31/27
NLG Gear Restoration  – Due 10/18/26
MLG Gear Restoration – Due 1/31/27

Specifications Subject to Independent Verification


